
 

  

 

APPLIANCE DOLLY AD500 
SAFETY WARNINGS 

1. Use only as described in this manual. Use only the manufacturer’s 

recommended attachments and/or accessories. 

2. DO NOT use with any load the exceeds this product’s 500 lb. rating. 

3. DO NOT place the product on uneven or soft ground. 

4. This product is not intended for use by persons (including children) with 

reduced physical, sensory or mental capabilities, or lack of experience 

and knowledge, unless they have been given supervision or instruction 

concerning use of the product by a person responsible for their safety. 

5. DO NOT modify or repair without the guidance of Airsled. 

6. When moving heavier loads on delicate or some softer wood floors, we 

suggest the use of a protective material over the work area. 

ASSEMBLY INSTRUCTIONS 

1. Assemble leg sleeve (3) and caster base top beam 

(9) using base/beam connectors (28) with bolts (13). 

2. Attach the caster wheels (10) to base top beam (9) 

and use wrench (16) to tighten acorn nuts (8). Use 

split ring (14) on bottom of leg pivot base (20) to 

secure caster wheel plate.  

3. Insert leg pivot (20) into upright leg (2) and insert 

into caster base (9). 

4. Insert leg pivot (12) into upright leg (2) and secure 

caster with brake (11). Make sure to use caster 

wheel washer (18) and tighten with wrench (16). 

5. Pass double threaded rod (15) through connecting 

rail (6). 

6. Use either butterfly nut (7) or lock nut (19) to secure 

threaded rod/connecting rail assembly to upright 

legs (2). The lock nuts create a more permanent 

connection while butterfly nut allow for more rapid 

assembly/disassembly without tools.  

7. Thread all L ratchet levers (21) into clamp for leg 

sleeve (2/5). Make sure to use washer (22).  

8. Slide leg sleeve tightener (5) over upright leg on 

double caster wheel side. 

9. Slide bracket clamp for leg sleeve (24) over upright 

leg on single caster wheel side.   

10. Insert top connecting rail (20) into legs (2) and use 

simple clevis pin (8) with cotter pin (27) to secure 

connecting rails.  
 

Use simple clevis pin (26) and cotter pins (10) as 

stoppers that are inserted into the holes of upright legs 

below sleeve tighteners. 
 

Use adjustable clevis pin (23) and cotter pin (10) to 

secure aluminum lock bar (25). 
 

Place bumpers (29) over caster wheel plate to prevent 

metal from scratching cabinetry during use.  

SCAN CODE FOR VIDEO 
SHOWING AD500 

ASSEMBLY INSTRUCTIONS 
No. Part Name Qty No. Part Name Qty

AD5.1 Top connecting rail 2 AD5.16 Wrench 1

AD5.2 Upright leg 4 AD5.17 Bag 1

AD5.3 Leg sleeve with top beam 2 AD5.18 Caster wheel washer 2

AD5.4 Plastic bushing 4 AD5.19
M6 lock nut as alternative to 

butterfly nut for threaded rod
4

AD5.5 Clamp for leg sleeve 2 AD5.20 Leg pivot to base 2

AD5.6 Bottom connecting rail 2 AD5.21 M10*25 L ratchet lever 4

AD5.7 M6 Butterfly nut 4 AD5.22 M10 washer 4

AD5.8 M12 Acorn nut 4 AD5.23 Adjustable Clevis pin 2

AD5.9 Caster base 2 AD5.24 Bracket clamp for leg sleeve 2

AD5.10 1.5" caster with M12*15 bolt w/o Brake 4 AD5.25
Aluminum lock bar (NON 

WEIGHT BEARING)
1

AD5.11 1.5" caster with M12*15 bolt w/ Brake 2 AD5.26 Simple Clevis pin 8

AD5.12 Leg pivot to caster 2 AD5.27 Cotter pin 10

AD5.13 M6*20  Phillips Pan head bolt 4 AD5.28 Beam/Base connector 2

AD5.14 20mm split ring 2 AD5.29 Caster plate bumper 4

AD5.15 Double-threaded-end rod 2


